Max flow rate:

Working pressure:

Max hose speed:
Temperature range:
Optional temperature range: -40/+80 °C

135 I/min
standard 300 bar
optional 400 bar
30 m/min
-20/+80°C

A1D800=modello destro/right model
A1S800=modello sinistro/left model
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Corsa verticale verso il basso opzionale
Vertical downwards is optional
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Senza tubo CON TUBO / WITH HOSE
Modello destro B D Without hose @ Lungh.totale | Lungh.utile 2SC Lungh.totale | Lungh.utile 4ASP Lungh.totale | Lungh.utile 4SH
. Total length | Usable length | X X=2SC | Total length | Usable length | X X=4SP | Total length | Usable length | X X=4SH
Right model mm kg | EURO m EURO m EURO m EURO
A1D800.25.16.XX 5/8" 14.0 13.0 14.0 13.0 - -
A1D800.25.19.XX 242 | 810 3/4" 12.0 11.0 12.0 11.0 - -
A1D800.25.25.XX 1" 10.0 9.0 - - 10.0 9.0
A1D900.25.12.XX 1/2" | 21.0 20.0 21.0 20.0 = =
A1D900.25.16.XX 10 5/8" 19.0 18.0 19.0 18.0 = =
A1D900.25.19.XX 24219 3/4" 17.5 16.5 15.0 14.0 = =
A1D900.25.25.XX 1" 13.5 12.5 - - 11.2 10.2
A1D1000.25.12.XX 1/2" | 25.0 24.0 25.0 24.0 - -
A1D1000.25.16.XX 000 5/8" | 23.0 22.0 23.0 22.0 - -
A1D1000.25.19.XX 24211 3/4" | 20.0 19.0 19.0 18.0 - -
A1D1000.25.25.XX 1" 15.0 14.0 - - 15.0 14.0
A1D1200.25.12.XX 1/2" | 38.0 37.0 38.0 37.0 = =
A1D1200.25.16.XX 1200 5/8" | 30.0 29.0 30.0 29.0 = =
A1D1200.25.19.XX 800 3/4" | 30.0 29.0 30.0 29.0 = o
A1D1200.25.25.XX 1" 26.0 25.0 - - 23.0 22.0
A1D1400.25.12.XX 1/2" | 45.0 44.0 45.0 44.0 - -
A1D1400.25.16.XX 1400 5/8" | 40.0 39.0 35.0 34.0 - -
A1D1400.25.19.XX 300 3/4" | 35.0 34.0 35.0 34.0 - -
A1D1400.25.25.XX 1" 30.0 29.0 - - 30.0 29.0
A1D1600.25.12.XX 1/2" | 50.0 49.0 50.0 49.0 = =
A1D1600.25.16.XX 300 | 1600 5/8" | 50.0 49.0 50.0 49.0 = =
A1D1600.25.19.XX 3/4" | 45.0 44.0 45.0 44.0 = =
A1D1600.25.25.XX 1" 40.0 39.0 - - 40.0 39.0




